
Marine Assembly
Instructions

• Floating Docks
• PWC Drive On

Make a connection to LifeTM

Should you have a warranty claim, we may require that you provide a photograph or, in some cases, return the
Connect-A-Dock part to the place of purchase. In order for warranty to be valid, original sales receipt must
accompany warranty claim.   NOTE: Shipping costs are not included in warranty.

NOTE: All plastic has an inherent tendency to create static electricity. If you have a concern, contact Connect-A-Dock.

1-877-742-3071 (toll free U.S.A. only) 1-712-243-2430
1501 Owner Avenue, Atlantic, IA  50022  USA

Please call us with your questions and comments 

CONNECT-A-DOCK® Warranty — USA & Canada
Connect-A-Dock Inc. warrants to the original owner all polyethylene plastic
components for eight (8) years from date of purchase to be free of defects in
material and workmanship and to perform properly under normal usage and
when *fully assembled according to the instructions provided at the time of
purchase. All other accessories have a one (1) year limited warranty. *Fully
assembled: Install float connectors into all float section sockets where other
float sections will be attached.   For a copy of the Connect-A-Dock complete
warranty call Connect-A-Dock.

Connect-A-Dock Inc. warrants to the original owner all polyethylene plastic
components for two (2) years from date of purchase to be free of defects in
material and workmanship and to perform properly under normal usage and
when *fully assembled according to the instructions provided at the time of
purchase. All other accessories have a one (1) year limited warranty. *Fully
assembled: Install float connectors into all float section sockets where other
float sections will be attached.  For a copy of the Connect-A-Dock complete
warranty call Connect-A-Dock.

CONNECT-A-PORTTM Warranty — USA & Canada
Connect-A-Dock Inc. warrants to the original owner all polyethylene plastic
components for five (5) years from date of purchase to be free of defects in
material and workmanship. For a copy of the Connect-A-Port complete warranty
call Connect-A-Dock. 

CONNECT-A-PORTTM Warranty — International
Connect-A-Dock Inc. warrants to the original owner all polyethylene plastic
components for two (2) years [one (1) year for commercial use] from date of
purchase to be free of defects in material and workmanship.  All other accessories
have a one (1) year limited warranty.  For a copy of the Connect-A-Port complete
warranty call Connect-A-Dock. 

www.connectaport.comwww.connectadock.com

Warranties
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CONNECT-A-DOCK® Warranty — International
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Preface

Live Load
1000 Series (LP): 35 lbs per square foot
(170 kg per square meter)

2000 Series (HP): 75 lbs per square foot
(365 kg per square meter)

Connect-A-Port: 1500 lbs (680.9 kg)

Dock anchoring methods listed in this
instruction manual are only suggestions.
It is up to you to  determine which
method suits your needs.

Anchoring

Connector Sockets
1000 Series (LP): ~15“ (38.1 cm) apart
2000 Series (HP): ~24“ (60.96 cm) apart

Please note that placing a dock in an 
unsuitable location may void any warranty 
provided by Connect-A-Dock.  Please contact 
Connect-A-Dock or your local distributor or 
dealer if you have any questions regarding the 
suitability of your particular dock location.

Installation

Storage
When storing the Connect-A-Dock outside,
the walking surface of the dock needs to
face up. If stored upside down, water can
get inside the docks through vent holes
that allow air expansion. 

Cleaning
For low maintenance cleaning use a stiff
broom or brush with a garden hose. A
pressure washer with no heat can also
be used. When using soap, use an
environmentally safe product. 

Stainless Steel
Connect-A-Dock products use marine grade stainless steel for 
stainless steel metal components. Stainless steel may stain, 
discolor or attain an adhering layer of grime under normal 
service, and, especially, when used in salt water conditions. 
Any contamination of the metal surface by dirt, or other 
material, can reduce corrosion protection. Some corrosion 
can also occur when stainless steel comes in contact with 
dissimilar metals. The removal of dirt, grime and surface stains 
that occurs during normal handling and exposure to the 
elements is essential for optimum corrosion resistance to 
prevent surface staining (corrosion) or pitting.

Dirt, grime and surface stains that occur during normal use 
and exposure to the elements should be cleaned with warm 
water with or without a gentle detergent, soap or ammonia.  
(Caution, do not use ammonia near anodized aluminum).  
Persistent stains can be removed with mild non-scratching 
abrasive powders such as typical household cleaners used 
with warm water, bristle brush, sponge or clean cloth 
followed by a rinse with clean water and wiped dry. Stubborn 
stains can be removed by using a damp cloth and a 
commercial stainless steel cleaner and polish, rubbing lightly 
in the direction of the polish lines on the stainless steel, then 
rinsing with clean water and wiping dry. 

Connect-A-PortTM
Product Installation and
Use Warning Disclaimer
Repairs of a Connect-A-Port should only be performed
by an authorized Connect-A-Port technician. If repair
is performed by unauthorized persons, serious personal
injury and/or property damage could occur.

If unauthorized personnel repair a Connect-A-Port,
Connect-A-Dock hereby disclaims any and all
warranties, expressed or implied. Connect- A-Dock
limits its warranty to Connect-A-Dock's published
Connect-A-Port warranty furnished with each product.
No other warranty of any kind either verbal or implied
including warranties of merchantability and fitness for
a particular purpose are recognized.

The contents of this manual are subject to change
without notice and should not be construed as a
commitment, representation, warranty or guarantee of
any method, product or device by Connect-A-Dock.

Reproduction or translation of any part of this manual,
without the written permission of Connect-A-Dock, is
prohibited.

Any inquiries concerning the Connect-A-Port published
warranty or this manual and its contents please
contact Connect-A-Dock.

All specifications provided by Connect-A-Dock are based upon connect-a-dock test data and are provided without representation or 
warranty.  Actual specifications, weights and dimensions may vary for a variety of reasons, including, without limitation, due to the 
rotational molding process.  Specifications should be regarded as nominal values only and not as binding actual values.  Please contact 
Connect-A-Dock if you have specific questions regarding the specifications of any Connect-A-Dock product.

Torque Specs
Tighten all 1000 Series (LP) and 2000 Series (HP)
Connector hardware bolts to 25 lbs/ft (3.46 kg/m)
of torque.  Check all bolts every three months or
as needed to insure all connector hardware is
securely fastened.
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Connect-A-Port 2000 Series Attachment

Instructions for:
  Connect-A-Port (CAP0001)
  2000 Series Attachment Kit
  (AKS2000)

 2

 3

Step 2
Install roller closest to the Roller 
Bracket. Secure with the washers and 
cotter pins.

Step 1
Determine port location (Front or Side). 
Insert Metal Pole Connectors into float 
section connector slots. Tighten all 
bolts in the dock using
25 lbs/ft (3.46 kg/m) of torque.

Tools Needed
(1) 3/4” Wrench
(2) 9/16” Wrenches
Not available in metric

Step 3
Attach the two Roller Brackets to the 
front or side of the port. Use the 1/2” 
bolts and lock washers (25ft/lbs)(3.46 
kg/m).

Step 4
(a)Float port up to Roller Pole 
Connectors. (b)Install front rollers. 
Leave cotter pins and washers off 
when inserting roller axle into the 
roller. Next secure roller with cotter 
pins and washers.

 1

(a)

 4

(b)

Connect-A-Port 2000 Series Attachment

Instructions for:
  Connect-A-Port (CAP0001)
  2000 Series Attachment Kit
  (AKS2000)

 2

 3

Step 2
Install roller closest to the Roller 
Bracket. Secure with the washers and 
cotter pins.

Step 1
Determine port location (Front or Side). 
Insert Metal Pole Connectors into float 
section connector slots. Tighten all 
bolts in the dock using
25 lbs/ft (3.46 kg/m) of torque.

Tools Needed
(1) 3/4” Wrench
(2) 9/16” Wrenches
Not available in metric

Step 3
Attach the two Roller Brackets to the 
front or side of the port. Use the 1/2” 
bolts and lock washers (25ft/lbs)(3.46 
kg/m).

Step 4
(a)Float port up to Roller Pole 
Connectors. (b)Install front rollers. 
Leave cotter pins and washers off 
when inserting roller axle into the 
roller. Next secure roller with cotter 
pins and washers.

 1

(a)

 4

(b)
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Connect-A-Port Fixed Dock Attachment

Instructions for:
  Connect-A-Port (CAP0001)
  Fixed Dock Attachment Kit
  (AKF2001)

 1

 2

Step 1
Install roller closest to the Roller 
Bracket. Secure with the washers and 
cotter pins.

Tools Needed
(1) 3/4” Wrench
(2) 9/16” Wrenches
Not available in metric
Needed Items
pipe size 2” sch 40 pipe or max
dia of 2.375” (50 Dn mm sch 40)

Step 2
Determine location of port installation 
(front or side). Attach the two Roller 
Brackets to the front or side of the 
port. Use the 1/2” (13 mm) bolts and 
lock washers (25ft/lbs)(3.46 kg/m).

Step 4
(a)Float port up to pipe and install 
front rollers. (b)Leave cotter pins and 
washers off when inserting roller axle 
into the roller. Next secure roller with 
cotter pins and washers.

Step 3
On a fixed dock it is recommended to 
get a pipe long enough to drive into 
the ground, in some cases this is all 
that is needed to hold the port in 
place. If you have a very secure fixed 
dock you can mount the pipe to the 
dock but if the dock is not of the best 
integrity it is not recommended 
because it will work the dock loose if 
you are in a high wake area. It is 
recommended that you drive the pipe 
in the ground and mount it to a fixed 
dock if applicable. Note: pipe size 2” 
sch 40 pipe or max dia of 2.375”. (50 
Dn mm sch 40) Roller Bracket on 
center 4’ (1.2192 m) front & 6’ 
(1.8288 m)side. 

(a)

(b)

 4
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Connect-A-Port Floating Dock Attachment

Instructions for:
  Connect-A-Port (CAP0001)
  Floating Dock (AKH2000)

 1

 2

 3

Step 1
Center Pivot Pin in Small Hinge Bracket 
and drill thru the Pivot Pin with 1/4” 
(6.5 mm).

Tools Needed
(1) Drill - 1/4” (6.5 mm) & 7/16“
(11 mm) drill bit
(1) 3/4” (18 mm) Wrench
(2) 9/16” Wrenches

Step 2
Attach the two Small Hinge Brackets 
to the front of the port. Turn the hinge 
part up or down depending on how 
high your dock is off the water. Use 
the 1/2” (12 mm) bolt and lock 
washer (25ft/lbs)(3.46 kg/m)
Step 3
(a) Attach one Large Hinge Bracket 
with Pivot Pin to the Small Hinge 
Bracket. Then algin the Large Hinge 
Bracket with dock to determine bolt 
hole location. If you are on a very 
high dock there is an extension plate 
available to accommodate your 
situation. You may want to put your 
PWC on the port at this time to see 
how it makes the float set in the 
water, if the entrance end of the port 
is high with the craft on it you will 
want to raise the front of the port to 
give is a slight down hill appearance 
for easy roll off. Remember, if it rolls 
off to hard the mount is too low, rolls 
off too easy you are too high.(b) 
Mark holes. Drill with 7/16” (11 mm) 
bit. 3/8” (9 mm) bolts, washers and 
lock washer not supplied. 
Recommended 4 to 6 mounting 
holes. Mount the Large Port Bracket 
to the dock and attach port hinge and 
secure with Pivot Pin. Repeat on next 
bracket.

Step 4
(a)Algin hinge point of port and dock. 
(b) Insert Pivot Pin with the 1/4” 6.5 
mm) hole up. (c) Secure Pivot Pin with 
cotter pin.

Note: If mouting port to wooden floating dock use 3/8” (9 mm) 
Lag Bolts (screw based)

(a)

(b)

Port

 4
(a)

(b)

(c)

Not available in metric
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Instructions for:
  Connect-A-Port (CAP0001)
  Side by Side Kit (AKC2001)

 1
Step 1
Algin front of ports. Attach plate with 
eight holes to top two rows of inserts. 
Use the 1/2” bolt and lock washer 
(25ft/lbs)(3.46 kg/m). 

Tools Needed
(1) 3/4” Wrench
(1) 5/16” Allen Wrench
Not available in metric

Step 2
Attach two hole plate inserts. Use the 
1/2”  button head bolt and lock washer 
(25ft/lbs)(3.46 kg/m).
Note: Rear connection is made to 
swivel when driving PWC on to the 
port. 

Port Front

Connect-A-Port Side by Side

 2

Port Rear
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Connect-A-Port 2000 Series Offset

Instructions for:
  Connect-A-Port (CAP0001)
  2000 Series Offset Attachment
  Kit (AKO2001)

 3

Step 2
Install roller closest to the Roller 
Bracket. Secure with the washers and 
cotter pins.

Step 6
Install roller closest to the Roller Offset 
Bracket. Secure with the washers and 
cotter pins.

Step 1
Determine port location. Insert Metal 
Pole Connectors into float section 
connector slots. Tighten all bolts in the 
dock using 25 lbs/ft (3.46 kg/m) of 
torque.

Tools Needed
(1) 3/4” Wrench
(2) 9/16” Wrenches
Not available in metric

Step 3
Attach the two Roller Brackets to the 
front or side of the port. Use the 1/2” 
bolts and lock washers (25ft/lbs)(3.46 
kg/m).

Step 4
(a)Float port up to Roller Pole 
Connectors. (b)Install front rollers. 
Leave cotter pins and washers off 
when inserting roller axle into the 
roller. Next secure roller with cotter 
pins and washers.

Step 5
Follow the Side by Side Bracket 
instructions and connect all ports 
together.

 2 1

(a) 4

 6

(b)
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Connect-A-Port 2000 Series Offset

Step 7
Determine port location to the dock, 
insert Metal Pole Connectors into float 
section connector slots. As in Step 1. 
Tighten all bolts in the dock using 25 
lbs/ft (3.46 kg/m) of torque.

Step 10
If connecting more then two ports side 
by side continue to Step 11.

Step 8
(a)Attach Offset Roller Bracket to port 
with bolts, washers and lock washers - 
hand tight. (b)Algin Offset Roller 
Bracket around Metal Pole Connector. 
(c) Center the roller on the Metal Pole 
Connector and tighten the bolts. 
Tighten all bolts in the dock using 25 
lbs/ft (3.46 kg/m) of torque.

Step 9
Follow Step 4 (b) to attach second 
roller.

 8

(a)

(b)

(c)

port

Roller Bracket
Right-Offset
Roller Bracket

Dock
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Connect-A-Port 2000 Series Offset

 11

 13

Instructions for:
  Connect-A-Port (CAP0001)
  2000 Series Offset Attachment
  Kit (AKO2001)

Tools Needed
(1) 3/4” Wrench
(2) 9/16” Wrenches
Not available in metric

Step 11
Locate a center float section connector 
slot, between the Roller Bracket & 
Offset Roller Bracket connects. Follow 
Step 1 to attach Metal Pole Connector.

Step 12
Follow Step 6 to install roller on to 
Offset Roller Bracket.

(a)

Roller
Bracket

Right-Offset
Roller Bracket

Left-Offset
Roller Bracket

Front Side by
Side Bracket

Port

Dock

Left-Offset
Roller Bracket

Step 13
(a) The Offset Roller Bracket will be 
bolted on top of the Side by Side 
Front Bracket. Test the alginment of 
the Offset Roller Bracket to the Metal 
Pole Connector to see which bolts 
will need to be removed from the 
Side by Side Front Bracket. 
(b)Remove bolts and attach the Offset 
Roller Bracket. (c) Center Offset 
Roller Bracket on the Metal Pole 
Connector and tighten the bolts.  
Tighten all bolts in the dock using 25 
lbs/ft (3.46 kg/m) of torque.

(a) (b) (b)

(c)
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Connect-A-Port Winch

Instructions for:
  Connect-A-Port (CAP0001)
  Winch (AKW2000)

 3

Step 2
(a) Click the Strap Release. (b) Pull 
Strap out to be able to add inside nut. 
(c) Attach Wench to the bracket with 
bolts, washers and lock washers. Note: 
Leave off washer on bolt under the 
strap for clearance. Tighten all bolts in 
the bracket using 25 lbs/ft (3.46 kg/m) 
of torque.

Step 1
(a) Releases the Ratchet Handle (b) 
Strap Release (c) Direction Ratchet 
Handle travels

Tools Needed
(2) 9/16” Wrenches
Not available in metric

Step 3
Attach Winch and bracket to the port 
as shown. Use the 3/8” bolts, washers 
and lock washers. Tighten all bolts in 
the bracket using 25 lbs/ft (3.46 kg/m) 
of torque.

Step 4
Engage Ratchet Handle and Strap 
Release and retract strap into a 
storage position. Note: See Step 3 
illustration for proper strap location.

 1
(a)

(b)

(c)

 2
(a)

Strap

(b)

(c)



Marine Assembly
Instructions

• Floating Docks
• PWC Drive On

Make a connection to LifeTM

Should you have a warranty claim, we may require that you provide a photograph or, in some cases, return the
Connect-A-Dock part to the place of purchase. In order for warranty to be valid, original sales receipt must
accompany warranty claim.   NOTE: Shipping costs are not included in warranty.

NOTE: All plastic has an inherent tendency to create static electricity. If you have a concern, contact Connect-A-Dock.

1-877-742-3071 (toll free U.S.A. only) 1-712-243-2430
1501 Owner Avenue, Atlantic, IA  50022  USA

Please call us with your questions and comments 

CONNECT-A-DOCK® Warranty — USA & Canada
Connect-A-Dock Inc. warrants to the original owner all polyethylene plastic
components for eight (8) years from date of purchase to be free of defects in
material and workmanship and to perform properly under normal usage and
when *fully assembled according to the instructions provided at the time of
purchase. All other accessories have a one (1) year limited warranty. *Fully
assembled: Install float connectors into all float section sockets where other
float sections will be attached.   For a copy of the Connect-A-Dock complete
warranty call Connect-A-Dock.

Connect-A-Dock Inc. warrants to the original owner all polyethylene plastic
components for two (2) years from date of purchase to be free of defects in
material and workmanship and to perform properly under normal usage and
when *fully assembled according to the instructions provided at the time of
purchase. All other accessories have a one (1) year limited warranty. *Fully
assembled: Install float connectors into all float section sockets where other
float sections will be attached.  For a copy of the Connect-A-Dock complete
warranty call Connect-A-Dock.

CONNECT-A-PORTTM Warranty — USA & Canada
Connect-A-Dock Inc. warrants to the original owner all polyethylene plastic
components for five (5) years from date of purchase to be free of defects in
material and workmanship. For a copy of the Connect-A-Port complete warranty
call Connect-A-Dock. 

CONNECT-A-PORTTM Warranty — International
Connect-A-Dock Inc. warrants to the original owner all polyethylene plastic
components for two (2) years [one (1) year for commercial use] from date of
purchase to be free of defects in material and workmanship.  All other accessories
have a one (1) year limited warranty.  For a copy of the Connect-A-Port complete
warranty call Connect-A-Dock. 

www.connectaport.comwww.connectadock.com

Warranties
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CONNECT-A-DOCK® Warranty — International


